New Music Concepts

1st International Conference
ICNMC 2015

Treviso, Italy,
March 2015
Proceedings
TREVIETO, ITALY, MARCH 2015

1ST INTERNATIONAL CONFERENCE ON NEW MUSIC CONCEPTS

(ICNMC 2015)

COPYRIGHTED MATERIAL
INDEX

7   Keynote Lectures
    Harmonic Representation, Learning and Creativity, Emílios Cambouropoulos
    Multilayer Music Encoding And Interaction: Exploiting Music Cultural Heritage, Goffredo Haus
    Mathematical models of popular music concepts: algebra and geometry in the service of songs, Moreno Andreatta
    Detection of Historical Period in Symbolic Music Text, Michele Della Ventura

11  International Scientific Committee

13  Approaching Interdisciplinary Process Through Collaborative Engagement, Communication, and Play
    Sarah E. Reid

17  Cistercian Monastery of S. Bento de Cás-tris, Évora, Portugal: Acoustic measurements under ORFEUS Project
    João C.G. Lanzinha, Miguel C.S. Nepomuceno, Ana M.T. Martins, Carla P.L. Reis, Albino A.S. Alves

27  Conceiving an Augmented Musical Performance Framework: Spaces
    H. Portovedo, P. Ferreira Lopes

33  Some characteristics of advertising music
    Dániel Róbert Szabó

39  A Transformational Grammar Framework for Improvisation
    Alexander M. Putman and Robert M. Keller

47  European Piano Schools of Music Performance: Analysis towards a multimodal approach
    Lourenço Sofia, Titis M., Wanderley M., Castro, S.

51  Controlling Sound Parameters Using Natural Language Expressions
    Jan-Torsten Milde

55  Abstraction of a real-time granulation system built into the Max/MSP environment
    Stefano Alessandretti

61  Timbre space model of classical Indian music
    Radha Manisha K and Navjyoti Singh

67  Performance to Score Sequence Matching for Automatic Ornament Detection in Jazz Music
    Sergio Giraldo and Rafael Ramirez

73  Investigating Social Creativity and Concept Invention in Collaborative Musical Situations
    Danae Stefanou

79  The Smart Stage: Designing 3D interaction metaphors for immersive and ubiquitous music systems
    Francisco Bernardo, Pedro D. Pestana and Luís G. Martins

89  The Relevance of Music Education in India
    Vishal V. Korde

93  Understanding Processuality in Music
    Wojciech Rubiś, Paulina Tendera

97  Investigating Social Creativity and Concept Invention in Collaborative Musical Situations
    Dr. S.V. Kadu

103 Framing Creative Intentionality Toward Heuristic Technology in Music Theory Pedagogy
    James A. W. Gutierrez
Cistercian Monastery of S. Bento de Cástris, Évora, Portugal: Acoustic measurements under ORFEUS Project

João C.G. Lanzinha, Miguel C.S. Nepomuceno, Ana M.T. Martins, Carla P.L. Reis, Albino A.S. Alves

Abstract—The Church of the Monastery of S. Bento de Cástris in Évora (13th-19th centuries) presents an unusual space setting which seems to favour different positions for coral groups supporting liturgical and musical expression activities. These options are possibly of an empirical nature, since the scientific knowledge in the field of building physics and in particular of building acoustics are relatively recent. It is important to explore, with on-site measurements, the actual conditions of acoustic behaviour and in particular meet the reverberation times. Consequently, results obtained must be compared with the current recommendation for this type of space. This article characterises the Church in terms of its conception and its most relevant constructive aspects. The interest in measuring reverberation time, in this type of enclosed space, is also discussed. Such results of reverberation time measurements are presented and analysed for the different spaces of the Church. Finally, the findings of the study are presented as well as some hypotheses for future work in terms of acoustic analysis of Cistercian spaces and for a better understanding of the architecture and music relationship, in its different expressions.

Index Terms — Acoustics, Cistercian Architecture, Reverberation, S. Bento de Cástris.

I. INTRODUCTION

In spaces destined to hold religious celebrations, it is essential to hear pleasant sounds with appropriate level and quality along with an environment conducive for silence, reflection, search of inner identity and hearing of sacred music and the sacred word. The acoustic design of a space intended for religious activities can be carried out and optimized with use of computer applications for modelling and simulation or through measurements on reduced models.

In this sense, it defines the best organization and configuration of space as well as the most appropriate volumetry and selection of surface coatings which provide the desired conditions. The study and acoustic treatment of existing spaces, often in buildings of historical or patrimonial interest present some complexity, since it is not always possible to change existing situations due to distribution, configuration and volumetry of those spaces as well as different types of coatings and ornamentation of the interior surfaces.

The chaotic stream of sound waves in an enclosed and particularly reverberant space always causes issues regarding word intelligibility consequently making spaces unpleasant for users. These spaces can be conveniently studied and problems can be solved by using acoustic corrections. For this purpose, it is necessary to explore, with on-site measurements, the actual conditions of the acoustic behaviour and in particular meet the reverberation times and compare the results obtained with the current recommendations for this type of space.

The Church of the Monastery of S. Bento de Cástris in Évora (13th-19th centuries) presents an unusual space setting; thus, two different positions are contemplated for the supporting choir and for the liturgical activities of the religious community: the higher choir on the extension of the Church nave placed at a level higher than the assembly, and the lower choir on the side of the main chapel. The question arises and which is to be analysed is whether this configuration was aimed to favour different positions of choral groups and other forms of musical expression.

The acoustics of older religious spaces was probably developed through means of an empirical nature since scientific knowledge in the field of building physics and in particular of building acoustics are relatively recent. It was only in the late 19th century that scientific studies were conducted to allow, for instance, the description of the reverberation phenomenon for different sound frequencies in indoor spaces. In fact, in 1895 authorities from Harvard University requested Wallace Clement Sabine to study and propose amendments to resolve serious acoustic problems of the Conference Room in the Fogg Art Museum. These studies were carried out for approximately two years and allowed Sabine to come up with the well-known formula to determine reverberation time. Nevertheless, the article "Collected Papers on Acoustics" was only published in 1922 by Harvard University Press [1] but the formula proposed by Sabine, is still in use today.

More recently, the acoustic behaviour of churches has been a subject of study, which has allowed to identify new areas of research regarding different aspects of knowledge and

Manuscript received December 30, 2014. Cistercian Monastery of S. Bento de Cástris, Évora, Portugal: Acoustic measurements under ORFEUS Project

João Carlos Gonçalves Lanzinha is an Assistant Professor at the Department of Civil Engineering and Architecture, University of Beira Interior, Covilhã, Portugal and is a researcher at C-MADE and the responsible of the LABSED (e-mail: jcao.lanzinha@ubi.pt)

Miguel Costa Santos Nepomuceno is an Assistant Professor at the Department of Civil Engineering and Architecture, University of Beira Interior, Covilhã, Portugal and is a researcher at C-MADE: Centre of Materials and Building Technologies (e-mail: mcsn@ubi.pt)

Ana Maria Tavares Martins is an Assistant Professor at the Department of Civil Engineering and Architecture, University of Beira Interior, Covilhã, Portugal and is a researcher at CITAD and CIDEHUS being the responsible of Project ORFEUS at the UBI (e-mail: amatm@ubi.pt)

Carla Patrícia Lopes dos Reis is a MSc Architect with the Project ORFEUS team at the University of Beira Interior, Covilhã, Portugal (e-mail: bcarlareis@hotmail.com)

Albino da Ascensão dos Santos Alves is a Civil Engineer and laboratory technician at the Department of Civil Engineering and Architecture, University of Beira Interior, Covilhã, Portugal (e-mail: albino@ubi.pt)
Main concerns focus on the audience, which should be able to hear clearly the words uttered by clerics or sung by the supporting chorus. To improve intelligibility of sounds, it is necessary to reduce the reverberation to acceptable levels and ensure an even distribution of sound in the room, especially in the nave of the Church [6].

When assessing acoustic auditoriums different parameters can be used nevertheless, as mentioned previously, the most important is the reverberation time. This article explores the acoustics of the Church of the Monastery of S. Bento de Cástris, in Évora using onsite measurements and withdrawing conclusions regarding the existing situation.

II. THE ORFEUS PROJECT

This study is the result of work carried out for the FCT EXPL/EPH-PAT/2253/2013 Project. The ORFEUS Project – “A Reforma tridentina e a música no silêncio claustral: o Mosteiro de S. Bento de Cástris” (The Tridentine Reform and music in the cloistered silence: the Monastery of S. Bento de Cástris) – is financed by the Foundation for Science and Technology (FCT) with community co-financing through the COMPETE program “Programa Operacional Factores de Competitividade” (Operational Program Factors of Competitiveness), of QREN and the European Union (FEDER). The University of Évora was the proponent institution through the Interdisciplinary Centre of History, Cultures and Societies (CIDEHUS), and the University of Beira Interior is one of the partner institutions together with the University of Minho and the University of the Azores.

The ORFEUS Project is based on a multidisciplinary approach around the Tridentine Reform reflexes in the musical Cistercian feminine matrix between the 16th and 18th centuries. This research, guaranteed by historians, architects, engineers, musicologists, organologists, will make it possible to achieve the proposed results. To know the particularity of S. Bento de de Castris is required a selection of its legacy to be analysed, taking into account previous studies, and a comparative perspective (especially with the monasteries of the same order, the same historical time and with different female orders) and think that the occupied spaces, to play or sing, in monastic structures also moved in the considered chronological framework.

The project aims to establish, from the selected books, the permanence and the ruptures not only at a liturgical level but also regarding other levels as musicalological and iconographic-codicological that the Council of Trent implied. It is intended to study and identify the possibility of various networks linked not only to music and singing as well as its teaching and performing, privileging the relation with the city of Évora (Portugal) and the music school of the Cathedral of Évora.

The aim of this article provides the team with information on the actual acoustics of this space and tries to establish knowledge regarding the architecture of the Church of the Monastery of S. Bento de Castris and the duality of its choirs (one higher at the end of the nave and another lower and lateral to the apse).

III. FEATURES OF THE STUDIED CHURCH

The Monastery of S. Bento de Cástris has been a National Monument since 1922 and it is located in the Alentejo region, to be precise on “Alto de São Bento” São Bento hill, about two kilometres from the city of Évora (Fig.1 and Fig.2).
occupied by the higher choir (Fig. 5) with noticeable Gothic traces. The lateral choir appears in the 16th century which consists of an unusually low vault down on which a coating of lozenge boxes is placed (Fig. 6).

The access to the Church is made laterally to the nave, as it would happen in female monasteries, part of it would open to the secular community so as not to disturb or break cloistered life. The sacristy would remain south in relation to the apse allowing the chaplain's access when celebrating the Eucharist. The southern arm of the transept gives access to the sacristy and the pulpit. The opposite arm of the transept has a confessional booth and a pathway which would give access to the nuns’ ward and which is now sealed.

Through time alterations, to the building, occurred in order to adapt it to new realities and requirements. During the 18th century new alterations appeared in the Church especially in terms of decorations where a rococo style is noticeable in gilt carvings, stucco and tiles (Fig. 7). After the extinction of Religious Orders, in Portugal, in 1834, these buildings acquired new usages.

The last Cistercian Nun of the Monastery of S. Bento de Cástris died in 1890 thus, the monastery became extinct and the building suitable for other uses in accordance with the Decree of 1834. After 1941 the building becomes part of the DGEMN (Direção Geral de Edifícios e Monumentos Nacionais) “General Directorate of Buildings and National Monuments” and in 1937 conservation works started on the referred building [8]. The Monastery of S. Bento de Cástris was used as Casa Pia of Évora - Section Baptista Rolo, which was a former orphanage, until 2004 and after its abandonment, in 2006, there was an attempt to host the National Museum of Music by the Ministry of Culture [8].

In what refers to coatings of different interior surfaces that compose the enclosed space and contribute to characteristics of acoustic behaviour inside the Church, the existence of different materials must be taken into account.

In this way it is important to refer the walls of the nave which are plastered masonry and ornamented by ashlars of tiles that around the Church nave as well as sealed openings that exists on the north side of the Church and that feature a wooden grid and some gilt vegetal decorations.

The access openings to the Church are closed by wooden doors where an iron grid in the lateral choir stands out separating this side from the apse. The openings that allow lighting in the Church are also carried out by means of wooden frames and simple glass. There are two large windows on the south wall of the Church, one on the southern arm of the transept and two on the main chapel to which an eastern additional opening is added at the top of the apse.

The Church roof is ribbed and vaulted and composed of masonry covered with stucco. A triumphal arch, composed by a perfect round arch, marks the nave of the main chapel. This demarcation is also achieved through a two-step elevation of the apse in relation to the nave’s floor level. The apse features an altarpiece (three steps higher in relation to the floor of the main chapel) and an 18th century throne, in gilt, as well as an altar in the same material.

The floor of the nave is of marble and the floor of the apse a combination of marble and granite, which was carpeted in the late 20th century. In what regards floorings of lateral and higher choirs, both consist of marble. Currently there are wooden benches on the nave. Considering the movable heritage, both the high choir and the side choir had wooden chairs. In the SIPA/DGEMN archives, photos of rows of
wooden chairs, with multi-coloured paintings in canvas or wood, can be seen in the higher choir [5]. In the lateral choir, due to the unique flatness, the backrest of the chairs would reach the cornice. Currently these chairs no longer exist and only plastered walls and ashlar tiles of a random pattern can be seen (possibly where the Abbess’s chair existed). Towards east, on the cornice, two circular openings with wooden frames and simple glass can be seen.

Nuns would follow the requirements imposed by cloistered life hence being separated by iron grids and curtains both on the high and lateral lower choir (the grid of the higher choir no longer exists, having been replaced by a wooden balustrade). This prevented visual contact between the religious and secular community without, however, disturbing the hearing.

In the 18th century, substantial parts of the nave’s walls and transept were covered with blue and white ceramic tiles, and a polychrome frame, portraying scenes from St. Bernard’s life (Fig. 8). This coating material does not absorb very well sound waves and, when compared to the behaviour of the traditional stucco coating, it is verified that it contributed towards the increase of reverberation in the room and towards alteration of the original acoustic characteristics. The same happened with changes in dimensional characteristics of the higher choir with the consequent decrease in its volume.

IV. DETERMINATION OF REVERBERATION TIMES

A. Reverberation and intelligibility of sound

Reverberation can be explained as the persistence of sound in an enclosed space due to successive reflections of sound waves on surfaces of the enclosed space. When it comes to performing acoustic measurements, the consideration falls upon the persistence of the sound field established by the sound source beyond the moment when it ceases to emit. The reverberation time, \( T_r \), is considered the primary objective parameter to translate human subjective perception of reverberation and, it is defined as the time interval required for the energy density of a sound field in an enclosed space to be reduced a millionth time [9], or, in other words, the time corresponding to 60 dB decay of the sound level.

The reverberation time can be evaluated onsite using acoustic measurements or estimated by using empirical formulas; the best-known example is the formula proposed by Sabine. According to Sabine’s formula, the reverberation time depends on the frequency of the sound, the internal volume of the space and the sound absorption of surfaces and objects in the space.

The measurement of reverberation time is done based on the European Standard EN ISO 3382-2 [10]. The methodology recommended in this standard consists of direct registration of sound pressure level decay after stimulation of the compartment with a wide band frequency signal or signal from frequency bands previously defined. In terms of time, the decay curve is therefore the graphical representation of the sound pressure level decay in a compartment, after the sound source is interrupted (Fig. 9).

![Graphical representation of the sound pressure level decay experimentally measured.](image)
Different values for reverberation time, \( Tr \) are recommended for different indoor activities involving the use of word or musical activity with different volumes and sound frequencies. In many publications the original sources of proposals for recommended values are not identified so, this information must be used with some caution.

Two reference examples with some connection to religious activities are presented in this article as well as values foreseen in the national regulation [9]. The first reference is an abacus (Fig. 10) proposed by Rigden (1985) in the publication "Physics and the Sound of Music" [11] which propose reverberation times depending on the volume of the room, multipurpose rooms and cinemas, must comply with the following conditions, when furnished normally and without occupation, where \( V \) represents the internal volume of the space in cubic metres.

\[
\begin{align*}
\text{i)} \ & Tr \leq 0,12 \ V^{0.3}, \text{if } V < 250 \ m^3 \\
\text{ii)} \ & Tr \leq 0,32 + 0,17 \ log V, \text{if } 250 \leq V < 9000 \ m^3 \\
\text{iii)} \ & Tr \leq 0,05 \ V^{0.15}, \text{if } V \geq 9000 \ m^3;
\end{align*}
\]

The referred regulation also foresees that the project of acoustic conditioning of these spaces should include a specific study in order to ensure a proper reverberation feature in the remaining frequency spectrum and good word intelligibility in the various locations of that space [9].

B. Stages and equipment used in the study development

The application of the EN ISO 3382-2 [10] to the case study, contemplated the reverberation time measurement, the interpretation of the results and verification of result conformity obtained with the predicted values in reference publications. The measurement of the reverberation time was carried out with the support of a set of acoustic measurement equipment provided by the Health Laboratory of Building (LABSED) in UBIMedical. This equipment includes an omnidirectional sound source, receiver and supporting software with the following main features:

a) Sound source composed of an omnidirectional loudspeaker Cesva BP012 and noise generator/amplifier Cesva AP601 - Directivity diagram totally Omnidirectional, 123 dB of sound power level, white noise generator, pink and pink filtered, 1/3 octave bands of 50-5000 Hz, cable control, remote control or Bluetooth airway transmission (included in AP601) and forced-air refrigeration system erasing the fan automatically (for measurement of background noise).

b) Sound level meter integrator and real-time Spectrum Analyser Cesva SC 310, Class 1, spectral analyser by bands of thirds of octaves and octaves. Measures all parameters simultaneously with frequency considerations A, C and Z. Unique scale and amplification modules: reverberation time measurement and expanded spectral analysis as well as vibration measurement and module dosimeter to assess noise in the workplace.

c) CMA support Software - Cesva Measuring Assistant and software for calculating and reporting CIS - Cesva Insulation Studio reports. The support software measurement has several functions. Before measurement it allows the import of plans, selection of measurement points and to check surrounding conditions (distances between measuring points, devices, and space limits). During the measurement procedure, it manages automatically the devices (noise sources and receiver) and guides the operator in carrying out the measurements (placement of the equipment and connection of the noise source, for example). This way it is possible to check, in real time, the results of different measurements (background noise, measured spectrums, etc.) and repeat the acquisition of data in case of need. After carrying out measurements, these interact with the CIS software in order to obtain the final report of the onsite measurement.

C. Methodology adopted in case study

For spaces with an area greater than 50 m², the European Standard EN ISO 3382-2 [10] foresees for the determination of the reverberation time process, two positions for the sound source and six positions for the receiver, with two decay measurements at each position and a total of twelve decays. Accordingly, to evaluate the reverberation time in the Church of the Monastery of S. Bento de Cástris, which has an area much greater than 50 m², two positions for the sound source

![Fig. 10. Ideal reverberation time [11].](image-url)
and six positions for the receiver would be enough to comply the EN standards. However, it was considered appropriate to densify the number of readings in the attempt to explore in greater detail the acoustic characteristics of the Church. Consequently, were defined seven positions for the sound source (from F01 to F07) and fourteen positions for the receiver (from R01 to R14), as shown in Figure 11.

The positions of the sound source were determined in consideration with the main features of space usage: F01 (altar), F02 (opposite the altar after Vatican Council II), F03 (lateral choir), F04 (pulpit), F05 (nave), F06 (nave) and F07 (higher choir). As illustrated in Figure 11, the positions of the receivers were evenly distributed throughout different usable spaces of the Church trying to measure detailed features form the reverberation time in the Church. Figure 12 illustrates a measurement image with the sound source position on F05 and the receiver on position R02, while Figure 13 illustrates the sound source on position F04 and the receiver on position R01.

When positioning measuring equipment there was also the concern to prevent surrounding surfaces from interfering in the readings. Thus, there was a minimum distance of 1m from walls and floors, a minimum distance of 2 m between measuring sites, a sound source height of 1.5 m above the floor and a sound-level meter height of 1.2 m above the floor.

The reverberation time measurement work on the Church of the Monastery of S. Bento de Cás-tris was carried out continuously on July 30, 2014, with an inside temperature of 29 °C and a relative humidity of 48%. The total number of measurements was 196 (from a combination of 7 sound source positions, 14 sound level meter positions of 2 readings at each measurement site).

The measurement methodology consisted of the following main steps; a more detailed description can be found in reference [13]: 1) equipment calibration according to temperature and humidity conditions; 2) stabilization of the background noise level; 3) sound emission; 4) extinction of the projected sound (demanding absolute silence to operators in order to avoid interference in the measurements); 5) registration of the decay and 6) repetition of the process, by making another measurement or by moving the receiver.

V. ANALYSIS AND DISCUSSION OF THE RESULTS

Through these measurements it was possible to obtain values of the reverberation time for different frequency bands and different combinations between the position of the sound source and the receiver. In general, results show that different locations of the Church feature average reverberation times, Tr, in octave bands centred in frequencies of 500, 1000 and 2000 Hz, with values close to 3.5 s (Fig. 14).

If only records in the 500 Hz frequency are considered, an
average value of 3.80 s is obtained (Fig. 15), and if frequencies of 500, 1000 and 2000 Hz are considered, as recommended in RRAE [9], the average value of $T_r$ is 3.32 s (Fig. 16). This means that the equivalent sound absorption area of the space is superior for higher frequency sounds.

Through the analysis of figures 15 and 16 it was possible to verify that the highest values of the reverberation time were obtained with the sound source placed in the lateral choir (3.97 s and 3.44 s, respectively). On the contrary, the lowest values of the reverberation time were recorded when the sound source was placed in the higher choir (3.72 s and 3.25 s, respectively). These findings highlight some advantage of the higher choir in relation to the lateral choir in what refers to reverberation times.

The reverberation time perceived in the nave of the Church (generally occupied by the assistants of the activities) was analysed for different positions of the sound sources (Fig. 17). Usually the sound comes from four different sources, two for the priest (altar and pulpit) and two for the choir (lateral or higher choir). This study will allow evaluating the actual conditions of the acoustic behaviour of the Church, in which concerns to reverberation time perceived by the audience.

The analysis of the average $T_r$ on frequency 500 Hz has shown a clear distinction between sounds emitted from the lateral choir and the higher choir (Fig. 18). Similar distinction was found when the analysis was carried out for frequencies of 500, 1000 and 2000 Hz (Fig. 19). The analysis of figures 18 and 19 show that the measured reverberation times were very close to each other and were almost constant for the examined frequency range when the sound sources were placed on the altar and the pulpit, which favours and distinguishes the communicative expression of the priest during liturgy and while preaching from choir and church music activities.
While comparing ideal values shown in Fig. 10 it is possible to conclude that the measured values are almost always higher than those recommended. For this reason the Church would have to undergo acoustic correction study in order to fulfil the objectives intended for the liturgical activity or any other required activity. However, taking into account the indicative values of reverberation time suggested by Segler and Bradley [12] and shown in Table 1, there seem to be appropriate conditions in terms of space for concerts of organ music. This aspect in particular deserves some attention, since a 19th century organ still exists in this Church, in the northern arm of the transept (Fig. 20 and 21). This organ, or more specifically this small model organ, was awarded in one of the great 19th century universal exhibitions (Fig. 22).

There are references to contributions, in compliance with functions carried out in the choir and in musical instruments, made by several Nuns such as Isabel Moreira and Maria Moreira (1660), organist and violist, or Isabel Cecilia de S. Bernardo (1678), organist, [14] certifying the use of such instruments in the Church of the Monastery of S. Bento de Cástris.

VI. FUTURE WORK

This study is in no way considered complete, taking into consideration other important acoustic characteristics to be verified in churches, at least those used for religious worship. In the specific case of reverberation time, it would be important to complete the work now started by studying, for example, churches of other Cistercian Monasteries, of other construction eras, with different types of interior organisation, or which have used different materials in its construction, or coating and ornament of the referred spaces thus, to verify similar features of acoustic behaviour.

Another aspect considered of interest would be to explore and look further into this study by using ideal features of acoustic measurements in architectural spaces and different types of musical activities, whether performed by choirs or instruments.

VII. CONCLUSION

This work confirmed the interest and up to date content of the acoustic study of interior spaces namely destined for liturgical activities, especially in spaces used by the Cistercian Order throughout times. Acoustic comfort levels must be guaranteed in all usable spaces in order to optimize the transmission of sounds and listening conditions which are essential for all audience members; therefore, such studies should be continued.

In the particular case of the Church of the Monastery of S. Bento de Cástris in Évora, measurements carried out in order to find reverberation times in different spaces, with different locations for the sound source, have shown that their values are high enough to be able to influence and disrupt communication activities. In this sense, actions must be taken in order to correct this situation, nevertheless with respect for the existing heritage characteristics, in particular with regard to some types of coatings and ornaments which should be preserved.

ACKNOWLEDGMENT AND NOTES

The achievement of this work was only possible due to equipment provided by the Health Laboratory in Building (LABSED) of UBIMedical belonging to the University of Beira Interior.

The funding for the research which results are now presented on this paper at the 1st International Conference on New Music Concepts (ICNMC 2015) was possible with the financial support of the FCT EXPL/EPH-PAT/2253/2013 Project ORFEUS “A Reforma tridentina e a música no silêncio claustral: o mosteiro de S. Bento de Cástris” (The Tridentine Reform and music in the cloisteral silence: the Monastery of S. Bento de Cástris), financed by the Foundation for Science and Technology (FCT) with community co-financing through the COMPETE program “Programa Operacional Factores de Competitividade” Operational Program Factors of Competitiveness, of QREN and the European Union (FEDER).

A last word of appreciation must go to Maria Antónia Fialho Conde, Assistant Professor at the University of Évora (Portugal) and Researcher of CIDEHUS – Interdisciplinary Centre of History, Cultures and Societies of the University of...
Évora (Portugal), as the main researcher and coordinator of the the FCT EXPL/EHP-PAT/2253/2013 Project ORFEUS “A Reforma tridentina e a música no silêncio claustral: o mosteiro de S. Bento de Cástris” (The Tridentine Reform and music in the cloistral silence: the Monastery of S. Bento de Cástris), who always supported and encouraged this specific research.

REFERENCES


João Carlos Gonçalves Lanzinha, of Portuguese nationality, was born in Oporto on April 2, 1973 and is an Architect (FAUTL Faculty of Architecture / Technical University of Lisbon, Portugal, 1997). She obtained the PhD in Architecture in September 15, 2011 at the University of Seville, Spain with the thesis “As Arquitecturas de Cister em Portugal. A actualidade das suas reabilitações e a sua inserção no território” (“Cistercian Architectures in Portugal. The actuality of its rehабilitations and its territorial insertion.

She is an Assistant Professor at the Department of Civil Engineering and Architecture of the University of Beira Interior, Covilhã, Portugal and is also the Course Director of the Integrated Master in Architecture of the same University. She is a Researcher at CITAD – Research Centre on Territory, Architecture and Design (Lisbon, Portugal) and CIDETS – Interdisciplinary Centre of History, Cultures and Societies of the University of Évora (Évora, Portugal). She is also the responsible, at UBI, of FCT EXPL/EHP-PAT/2253/2013 Project ORFEUS “A Reforma tridentina e a música no silêncio claustral: o mosteiro de S. Bento de Cástris” (The Tridentine Reform and music in the cloistral silence: the Monastery of S. Bento de Cástris).

Her field of interest and expertise include Cistercian Architecture, Monastic buildings, Architectural Heritage, Architectural History and Architectural Theory, Architecton and Urban Rehabilitation. Recent publications (selected):


Carla Patrícia Lopes dos Reis, of Portuguese nationality, was born in Funchal (Madeira) on August 2, 1990 and is a MSc Architect (University of Beira Interior, Portugal, 2014) with the Dissertation “Mosteiro de S. Bento de Cástris: Música vs. Arquitectura” (“Monastery of S. Bento de Cástris: Music vs. Architecture”). She is a collaborator researcher with the the Project ORFEUS team at the University of Beira Interior, Covilhã, Portugal.

Her research interests include Architecture, History of Architecture, Music. Recent publications:


Albino da Ascensão dos Santos Alves, of Portuguese nationality, was born in Alcariâ on January 11, 1966 and is a Civil Engineer (University of Beira Interior, 2012). He is a laboratory technician at the Department of Civil Engineering and Architecture, University of Beira Interior, Covilhã, Portugal and at the Health Laboratory in Building (LABSED) of UBI Medical, belonging also to the University of Beira Interior.

His field of interest include Building Inspection, Rehabilitation, Retrofit. Recent publications: